Village of Qubgueway Apron
Standards

New and replacedriveway aprons in a public or private righitway must
meets the edge of the road surface in order to protect the roadway from damage.
Aprons shall be constructed to the following standards:

1. A stabilized soil sukbaseshall be provided
2. Install sx inches of RCA or equivalent base material.
3. Four inchesl'ype 6 asphalt hot mix or six inches of concrete (3500 PSI at 28 days
mi ni mum) reinforced with 60 x 60 wire
Aprons shall be constructed afphalt, concretegr cobblestone.
The width oftheapron at thedge of the roadhallbe a minimum ofwelve feet
to eighteerfeet maximum. The apron shall be above the top of the existing
pavement by no more than three inches beginning at six feet off the edge of the
road.
6. Aprons shall provide a minimunhepth off of the road edge of eighteen inches
with asplalt (sealed to the road edg®aptchng the existing road surfac
7. The apron shall conform to the profile of the existing gutter line of the roadway
and rightof-way to allow passage of stormwater drainage.
8. All aprons shall be constructed curbless withia filnst six feetof the road edge
Aprons shall be constructed so as to not obstruct road maintenance and snow
removal.
9. The profile of the aproshall have a minimum pitch outoftheo ad of | o i
per foot to prevent storm water from entering the roBae apron shall pitch
from the high point of the driveway a
10. Any grading, planting or installation of shrubbery in the rghtvay shall have
prior approval from the Highway Department.
11. Installers areesponsibletéi Ca | | YBoeuf oBikgrd800-272-4480.

ok

Last reviseduly 25,2023






